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10:50  (No.  4460— $1.50) 

Durability  of  Douglas-Fir  Hop  Poles 
Treated  with  Preservatives  by  Dif¬ 
fusion,  D.  J.  Miller  and  R.  D.  Gra¬ 
ham,  6:43  (TN-196— $0.40) 

Dynamic  Transverse  Compression 
Treatment  of  Spruce  to  Improve  In¬ 
take  of  Preservatives,  M.  Y.  Cech 
and  D.  R.  Huffman,  3:47  (No.  4355 
—$1.20) 

E 

Economic  Implications  of  Chipping 
Headrigs  for  Milling  Southern  Pine, 
W.  C.  Anderson  and  H.  F.  Kaiser, 
Jr.,  3:42  (No.  4346— $1.00) 
Economics  of  Southern  Pine  Pulpwood 
Pricing,  S.  Guttenberg,  4:15  (No. 
4403— $0.80) 

Economics  of  Softwood  Plywood  Plant 
Location,  C.  W.  Dane,  1:16  (No. 
4325— $0.60) 

Effect  of  Extractive  Removal  on  Ad¬ 
hesion  and  Wettability,  C.-M.  Chen, 
1:36  (No.  4182— $1.00) 

Effect  of  Stressing  Upon  Durability  of 
Eight  Wood  Adhesives,  R.  E.  Krei- 
bich  and  H.  G.  Freeman,  4:44  (No. 
4381— $1.20) 

Effects  of  Sawtooth  Edge  Defects  on 
Cutting  Forces  and  Sawing  Ac¬ 
curacy,  A.  St-Laurent,  5:33  (No. 
4396— $1.40) 

End  Gluing  of  Green  Lumber,  M.  D. 
Strickler,  9:47  (No.  4431— $1.00) 

Engineered  Products:  See  Wood 
Engineering. 

Experiments  in  Finland  on  Properties 
of  Wood-Polymer  Combinations,  T. 
Autio  and  J.  K.  Miettinen,  3:36  (No. 
4351— $1.40) 

Experiments  in  Proof  Loading  Struc¬ 
tural  End-Jointed  Lumber,  M.  D. 
Strickler,  R.  F.  Pellerin,  and  J.  W. 
Talbott,  2:29  (No.  4322— $1.40) 
Exterior  Defect  Indicators  and  Their 
Associated  Interior  Defect  in  Sugar 
Maple,  C.  L.  Stayton,  R.  M.  Marden, 
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and  R.  G.  Buchman,  2:55  (No.  4324 
—$0.80) 

Extractives:  See  Chemical  Converskm. 

F 

Fatigue  Strength  of  Two-Pin  Moment 
Resisting  Dowel  Joints,  C.  A.  Eckel- 
man,  5:42  (No.  4393— $0.80) 

Feeding  Value  of  Steamed  Aspen  for 
Sheep,  D.  P.  Heaney  and  F.  Bender, 
9:98  (No.  4443— $1.00) 

Field-Glued  Plywood  Floors,  D.  R. 
Countryman  and  J.  D.  Rose,  10:17 
(No.  4459— $1.50) 

Field  Measurement  of  Sound  Insula¬ 
tion  Provided  by  Wood-Framed 
Apartment  Walls,  J.  B.  Grantham, 
4:51  (No.  4359— $1.50) 

Finidiing:  See  Treatments  and 
Coatings. 

Flexural  Tests  of  Large  Glue- 
Laminated  Beams  Made  of  Nonde- 
structively  Tested  Lumber,  J.  W. 
Johnson,  5:20  (TN-199— $0.20) 
Fluidized  Bed  Drying  of  Yellow-Poplar 
Veneer,  W.  E.  Loos  and  C.  Y.  Wen, 
6:56  (No.  4350— $0.60) 

Forecasting  Wood  Products  Consump¬ 
tion,  1.  I.  Holland,  2:13  (No.  4326— 
$0.80) 

Forest  Products  in  Switzerland,  H.  H. 

Bosshard,  2:10  ($0.40) 

Forest  Sampling  Method  for  Wood 
Strength,  B.  A.  Bendtsen,  F.  Freese, 
and  R.  L.  Ethington,  11:38  (No. 
4439— $1.50) 

Further  Report  on  Seasoning  Factors 
for  Modulus  of  Elasticity  and 
Modulus  of  Rupture,  C.  C.  Gerhards, 
5:40  (TN-198— $0.40) 

G 

Gel  Permeation  Chromatography  and 
Its  Use  in  the  Development  of  Res¬ 
ins,  J.  E.  Armonas,  7:22  (No.  4290 
—$1.40) 

Glue  Spreading  Efficiency  of  Roll 
Spreaders,  D.  Barnes,  1:24  (No. 
4231— $1.20) 

Glued-Laminated  Timber  Research  at 
the  Forest  Products  Laboratory, 
R.  C.  Moody,  9:81  (No.  4474— 
$1.20) 

GLUES  AND  GLUING  PROCESSES 
General 

Effect  of  Extractive  Removal  on 
Adhesion  and  Wettability,  C.-M.  Chen, 
1:36  (No.  4182— $1.00) 

Progress  Report  on  Soft  Spreader 
Rolls,  A.  L.  Lambuth,  1:42  (No.  TN- 
176— $0.20) 

Roll  Laminating  Fiber  Overlays  on 
Low-Grade  Ponderosa  Pine:  A  Prog¬ 
ress  Report,  L.  A.  Mueller,  R.  L. 
Barger,  and  A.  Bourke,  9:75  (No. 
4426— $1.20) 

Adhesives 

Accelerated  Aging  of  Phenolic  Resin 
Bonded  Particleboard,  West  Coast  Ad¬ 
hesive  Manufacturers  Association, 
10:26  (TN-166— $0.40) 

Comparison  of  the  Rate  of  Glue- 
Line  Strength  Development  for  Oak 
and  Maple,  W.  S.  McNamara  and  D. 
Waters,  3:34  (No.  4344— $0.40) 

Effect  of  Stressing  Upon  Durability 
of  Eight  Wood  Adhesives,  R.  E.  Krei- 


bich  and  H.  G.  Freeman,  4:44  (No. 
4381— $1.20) 

Gel  Permeation  Chromatography 
and  Its  Use  in  the  Development  of 
Resins,  J.  E.  Armonas,  7:22  (No. 
4290— $1.40) 

Glue  Spreading  Efficiency  of  Roll 
Spreaders,  D.  Barnes,  1:24  (No.  4231 
—$1.20) 

High  Temperature  Adhesive,  S. 
Hartman,  12:21  (No.  4454 — $0.^) 
M-Ethylphenol-Formaldehyde  Resin 
as  an  Adhesive  for  Wood,  J.  K. 
Guiher,  5:21  (No.  4203— $0.60) 

Resin  Distribution  in  Layered  Parti¬ 
cleboard,  T.  M.  Maloney,  1:43  (No. 
4305— $1.50) 

Resin  Efficiency  in  Particleboard  as 
Influenced  by  Density,  Atomization, 
and  Resin  Content,  W.  F.  Lehmann, 
11:48  (No.  4347— $1.40) 

End  Gluing 

End  Gluing  of  Green  Lumber,  M.  D. 
Strickler,  9:47  (No.  4431— $1.00) 
Experiments  in  Proof  Loading  Struc¬ 
tural  End-Jointed  Lumber,  M.  D. 
Strickler,  R.  F.  Pellerin,  and  J.  W. 
Talbott,  2:29  (No.  4322— $1.40) 
Improving  End-to-End  Grain  Butt 
Joint  Gluing  of  White  Pine,  R.  E. 
Schaeffer  and  R.  H.  Gillespie,  6:39, 
(No.  4402— $1.00) 

Glue  Lam 

Flexural  Tests  of  Large  Glue- 
Laminated  Beams  Made  of  Nonde- 
structively  Tested  Lumber,  J.  W. 
Johnson,  5:20  (TN-199— $0.20) 
Glued-Laminated  Timber  Research 
at  the  Forest  Products  Laboratory, 
R.  C.  Moody,  9:81  (No.  4474— $1.20) 
Market  Outlook  for  the  Southern 
Pine  Glue-Laminating  Industry,  G.  R. 
Sampson,  11:7  (No.  4544— $0.80) 
Shear  Resistance  of  Partially  Glued 
Laminated  Beams,  J.  J.  Dibuz,  8:17 
(No.  4291— $1.50) 

Wood  Laminating  Adhesive  System 
for  Ribbon  Spreading,  D.  A.  Webb, 
4:19  (No.  4358— $1.00) 

Veneers  and  Plywood 
Delamination  of  Southern  Pine  Ply¬ 
wood  During  Three  Years  of  Exterior 
Exposure,  P.  Koch,  11:28  (No.  4461 — 
$0.60) 

Economics  of  Softwood  Plywood 
Plant  Location,  C.  W.  Dane,  1:16  (No. 
4325— $0.60) 

Field-Glu^  Plywood  Floors,  D.  R. 
Countryman  and  J.  D.  Rose,  10:17 
(No.  4459— $1.50) 

Influence  of  Production  Variables 
on  Quality  of  Southern  Pine  Plywood, 
H.  G.  Freeman,  12:28  (No.  4453— 
$0.80) 

Prospects  for  the  Southern  Pine 
Plywo<^  Industry,  S.  Guttenberg, 
10:12  (No.  4491— $0.60) 

Quantitative  Approach  to  Plywood 
Production  Scheduling,  R.  C.  Yapten- 
co,  A.  E.  Wylie,  3:54  (No.  4336— 
$1.20) 

Relationship  Between  Driving 
Torque  and  Screwholding  Strength  in 
Particleboard  and  Plywood,  M.  N. 
Carroll,  3:24  (No.  4357— $1.20) 

Green  Southern  Yellow  Fine  Veneer 
—  Saturation  Principle  of  Moisture 
Measure  to  Establish  Drying  Sorts, 


E.  O.  Walters,  2:25  (No.  4315— 
$0.80) 

H 

High  Temperature  Adhesive,  S.  Hart¬ 
man,  12:21  (No.  4454— $0.60) 

High  Yield  Pulping  of  Hardwoods, 
R.  C.  Sproull,  6:45  (No.  4229— 
$1.40) 

Hydrostatic  Roller  Bar  for  Veneer 
Lathes  and  Thick  Slicing  Studies, 

A.  W.  Porter  and  J.  L.  Sanders, 
10:42  (No.  4436— $1.50) 

I 

Impact  of  Plastics  on  the  Markets  of 
Wood  in  Building  and  Construction, 
J.  T.  White,  7:12  (No.  4408— $0.60) 

Improved  Technique  for  Determining 
the  Volume  of  Irregularly  Shaped 
Wood  Blocks,  J.  F.  Heinrichs  and 
L.  E.  Lassen,  4:24  (No.  TN-192— 
$0.20) 

Improving  End-to-End  Grain  Butt  Joint 
Gluing  of  White  Pine,  R.  E.  Schaef¬ 
fer  and  R.  H.  Gillespie,  6:39  (No. 
4402— $1.00) 

Influence  of  Production  Variables  on 
Quality  of  Southern  Pine  Plywood, 
H.  G.  Freeman,  12:28  (No.  4453— 
$0.80) 

Influences  of  Basic  Chemical  Research 
on  Western  Red  Cedar  Utilization, 
H.  MacLean,  2:48  (No.  4314— $0.60) 

Interior  Coatings  —  Maintainability 
and  Durability,  P.  E.  Leary,  12:36 
(No.  4400— $0.80) 

“lUFRO”  —  Section  41,  H.  O.  Fleisch¬ 
er,  6:7  ($0.20) 

K 

Kiln  Drying:  See  Drying. 

Kraft  Pulping  of  Earl5rwood  and  Late- 
wood  from  Loblolly  Pine,  W.  T. 
Gladstone,  A.  C.  Barefoot,  Jr.,  and 

B.  J.  Zobel,  2:17  (No.  4335— $1.50) 

L 

Lateral  and  Withdrawal  Resistance  of 
Tapping  Screws  in  Three  Densities 
of  Wood,  T.  L.  Wilkinson  and  T.  R. 
Laatsch,  7:34  (No.  4421— $1.50) 

Lignin:  See  Chemical  Conversion. 

Locating  Maximum  Stresses  in  Tooth 
Assemblies  of  Inserted-Tooth  Saws, 
F.  B.  Malcolm  and  A.  L.  Koster, 
10:34  (No.  4497— $1.00) 

Louisiana  Tech’s  Hardwood  Log  and 
Lumber  Grading  Short  Course,  G.  D. 
Screpetis  and  B.  E.  Carpenter,  Jr., 
8:8a  (4547— $0.20) 

M 

M-Ethylphenol-Formaldehyde  Resin  as 
an  Adhesive  for  Wood,  J.  K.  Guiher, 
5:21  (No.  4203— $0.60) 

Machine  Stress  Rated  Lumber:  Chal¬ 
lenge  to  Design,  W.  L.  Galligan  and 
D.  V.  Snodgrass,  9:63  (No.  4467 — 
$1.40) 

Managing  Complexity  Using  Compos¬ 
ite  Economic  Models  and  Linear 
Programming,  M.  C.  Faux,  Jr.,  8:34 
(No.  4331-^1.00) 

Market  Outlook  for  the  Southern  Pine 
Glue-Laminating  Industry,  G.  R. 
Sampson,  11:7  (No.  4544--$0.80) 
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MARKETING 
Codes  and  Legislation 
Building  Code  Relationships  to 
Wood  Use  for  Selected  Floor-Founda¬ 
tion  Systems  of  Single-Family  Houses, 
M.  Applefield,  9:41  (No.  4437— $1.20) 
Changing  Building  Codes  to  Permit 
Innovation,  M.  Applefield,  4:11  (No. 
4413— $0.80) 

Tax  Reform  Act  of  1969:  Effect  on 
the  Homeownership  Decision,  J.  Dasso 
and  M.  Hopewell,  10:14  (No.  4435— 
$0.60) 

Distribution  and  Consumption 
Analysis  of  Recent  Fluctuations  in 
Douglas-Fir  Lumber  Prices,  W.  Mc- 
Killop,  8:12  (No.  4404— $1.00) 
Economics  of  Southern  Pine  Pulp- 
wood  Pricing,  S.  Guttenberg,  4:15 
(No.  4403— $0.80) 

Forescasting  Wood  Products  Con¬ 
sumption,  I.  I.  Holland,  2:13  (No. 
4326— $0.80) 

Market  Outlook  for  the  Southern 
Pine  Glue-Laminating  Industry,  G.  R. 
Sampson,  11:7  (No.  4544— $0.80) 
Prospective  Demand,  Supply  and 
Import  Situation  for  Hardwc^  Tim¬ 
ber  Products,  D.  Hair,  9:36  (No.  4559 
—$0.80) 

Prospects  for  the  Southern  Pine  Ply¬ 
wood  Industry,  S.  Guttenberg,  10:12 
(No.  4491— $0.60) 

Promotion  and  Education 
Do  Steel  Studs  Threaten  Wood  in 
Home  Building?,  R.  J.  Hoyle,  Jr.,  3:12 
(No.  TN-195— $0.40) 

Forest  Products  in  Switzerland, 
H.  H.  Bosshard,  2:10  ($0.40) 

Impact  of  Plastics  on  the  Markets 
of  Wood  in  Building  and  Construc¬ 
tion,  J.  T.  White,  7:12  (No.  4379— 
$0.60) 

“lUFRO”  —  Section  41,  H.  O. 
Fleischer,  6:7  ($0.20) 

Methods  for  Assessing  Housing 
Preferences,  D.  R.  Prestemon,  3:29 
(No.  TN-180— $0.40) 

Our  Personnel  Needs  Today,  W.  D. 
Alexander,  2:7  (No.  4387— $0.40) 
Survey  of  Publication  and  Title 
Abstract  Services  in  the  Forest  Prod¬ 
ucts  Field,  H.  Kubler,  3:7  ($0.60) 
Wood  Industry  and  Research  in 
Japan,  M.  Noguchi,  3:10  ($0.60) 
Measurement  of  Layer-Strength  Dis¬ 
tribution  in  Particleboard,  K.  C. 
Shen  and  M.  N.  Carroll,  6:53  (No. 
4380— $0.60) 

Measurement  of  Surface  Strength  in 
Particleboard,  M.  N.  Carroll  and  B. 
Wrangham,  7:28  (No.  4417— $1.20) 
Measuring  Wood  Surface  Smoothness 
—  A  Review,  C.  C.  Peters  and  J.  D. 
Cumming,  12:40  (No.  4444— $0.80) 

MECHANICAL  CONVERSION 
General 

Wood  Machining  Highlights,  1968 
and  1969,  C.  W.  McMillin,  9:86  (No. 
4465— $1.20) 

Printing  Grid  Patterns  on  Green 
Wood,  C.  C.  Lin  and  J.  D.  Cumming, 
11:37  (TN-207— $0.20) 

Machining 

Abrasive  vs.  Knife  Planing,  H.  A. 
Stewart,  7:43  (No.  4427— $1.00) 


Advantages  of  Log  Sorting  for  Chip¬ 
per  Headrigs,  J.  Dobie,  1:19  (No.  4308 
—$1.20) 

Conversion  of  Cores  to  Studs,  J.  R. 
Bankston,  5:17  (No.  4369— $0.80) 
Cross-Grain  Knife  Planing  Hard 
Maple  Produces  High-Quality  Surfaces 
and  Flakes,  H.  A.  Stewart,  10:39  (No. 
4418— $0.80) 

Economic  Implications  of  Chipping 
Headrigs  for  Milling  Southern  Pine, 
W.  C.  Anderson  and  H.  F.  Kaiser,  Jr., 
3:42  (No.  4346— $1.00) 

Routing  and  Shaping  of  Particle¬ 
board,  C.  M.  Theien,  6:30  (No.  4329 — 
$0.60) 

Sawing 

Cutting  Characteristics  and  Power 
Requirements  of  Chain  Saws,  D.  D. 
Reynolds,  W.  Soedel,  and  C.  A.  Eckel- 
man,  10:28  (No.  4429— $1.40) 

Effects  of  Sawtooth  Edge  Defects 
on  Cutting  Forces  and  Sawing  Ac¬ 
curacy,  A.  St-Laurent,  5:33  (No.  4396 
—$1.40) 

Locating  Maximum  Stresses  in 
Tooth  Assemblies  of  Inserted-Tooth 
Saws,  F.  B.  Malcolm  and  A.  L.  Koster, 
10:34  (No.  4497— $1.00) 

Missouri’s  Approach  to  Sawyer 
Training,  M.  C.  Brown  and  E.  Y. 
Wheeler,  11:11  (No.  4503— $1.00) 
Sawing  Pattern  Effect  on  Lumber 
Recovery  from  High  Quality  Hard 
Maple  Logs,  R.  W.  Neilson,  R.  M. 
Hallett,  and  I.  B.  Flann,  8:30  (No. 
4385— $1.00) 

Sawing  Pattern  Effect  on  the  Yield 
of  Furniture  Components  from  High 
Quality  Hard  Maple  Logs,  R.  W. 
Neilson,  D.  W.  Bousquet,  and  S.  M. 
Pnevmaticos,  9:92  (No.  4386 — $1.40) 
Tomorrow:  Computer  Made  Sawing 
Decisions?  H.  Hallock  and  E.  H. 
Bulgrin,  9:52  (No.  4462— $1.00) 
Yellow  Birch  Log  Attributes  and 
Sawmill  Productivity,  S.  M.  Pnevma¬ 
ticos,  F.  J.  Petro,  and  I.  B.  Flann,  8:53 
(No.  4388— $1.20) 

Veneer  Cutting 

Bacterial  Attack  in  Water-Stored 
Bolts,  T.  L.  Highley  and  J.  F.  Lutz, 
4:43  (No.  TN-183— $0.40) 

Detection  of  Roughness  in  Moving 
Douglas-Fir  Veneer,  P.  George  and 
D.  G.  Miller,  7:53  (No.  4348— $1.40) 
Determining  Lathe  Settings  for 
Optimum  Veneer  Quality,  J.  D.  Cum¬ 
ming  and  B.  M.  Collett,  11:20  (No. 
4469— $1.50) 

Hydrostatic  Roller  Bar  for  Veneer 
Lathes  and  Thick  Slicing  Studies, 
A.  W.  Porter  and  J.  L.  Sanders,  10:42 
(No.  4436— $1.50) 

Predicting  Veneer  Grade- Yields  for 
Loblolly  Pine,  J.  Schroeder  and  A. 
Clark  III,  2:37  (No.  4343— $0.60) 
Method  for  Determining  the  Dry 
Weight  of  Puipwood,  T.  Okstad, 
8:59  (No.  4409— $0.40) 

Methods  for  Assessing  Housing  Pref¬ 
erences,  D.  R.  Prestemon,  3:29 
(No.  TN-180— $0.40) 

Missouri’s  Approach  to  Sawyer  Train¬ 
ing,  M.  C.  Brown  and  E.  Y.  Wheeler, 
11:11  (No.  4503— $1.00) 


Moisture  Distribution  Illustrated  by 
Contour  Chart,  G.  Bramhall,  4:50 
(No.  TN-179— $0.20) 

Moisture  Leveling  in  Veneer  by  Micro- 
waves  and  Hot  Air,  H.  Resch,  C.  A. 
Lofdahl,  F.  J.  Smith,  and  C.  Erb, 
10:50  (No.  4460— $1.50) 

Moisture-Use  Relationship:  See 
Drying. 

N 

Note  on  the  Effect  of  Microorganisms 
on  Creosote  Penetration  in  Ptnus 
elliottii  Sapwood  and  Eucalyptus 
diversicolor  Heartwood,  H.  Greaves 
and  J.  E.  Barnacle,  8:47  (No.  4410 
—$1.00) 

o 

Operation  Research  Application  in 
Lumber  Production,  G.  R.  Sampson 
and  C.  A.  Fasick,  5:12  (No.  4414 — 
$1.00) 

Optical  Determination  of  Linear  Ex¬ 
pansion  and  Shrinkage  of  Wood, 
O.  Suchsland,  6:26  (No.  4384— 
$0.80) 

Our  Personnel  Needs  Today,  W.  D. 
Alexander,  2:7  (No.  4387— $0.40) 

P 

PARTICLE  AND  FIBER  PROCESSES 
Hardboard 

Design  Stresses  for  Hardboard — 
Effect  of  Rate,  Duration,  and  Repeated 
Loading,  J.  D.  McNatt,  1:53  (No. 
4273— $1.50) 

Particleboard 

Accelerated  Aging  of  Phenolic  Resin 
Bonded  Particleboard,  West  Coast 
Adhesive  Manufacturers  Association, 
10:26  (TN- 166— $0.40) 

Correlation  Between  Internal  Bond 
and  the  Shear  Strength  Measured  by 
Twisting  Thin  Plates  of  Particleboard, 
K.  C.  Shen,  11:16  (No.  4464— $1.00) 
Correlation  Between  Torsion-Shear 
Strength  and  Modulus  of  Rupture  of 
Particleboard,  K.  C.  Shen,  12:32  (No. 
4441— $0.80) 

Cross-Grain  Knife  Planing  Hard 
Maple  Produces  High-Quality  Surfaces 
and  Flakes,  H.  A.  Stewart,  10:39  (No. 
4418— $0.80) 

Measurement  of  Layer-Strength  Dis¬ 
tribution  in  Particleboard,  K.  C.  Shen 
and  M.  N.  Carroll,  6:53  (No.  4380— 
$0.60) 

Measurement  of  Surface  Strength  in 
Particleboard,  M.  N.  Carroll  and  B. 
Wrangham,  7:28  (No.  4417— $1.20) 
Resin  Distribution  in  Layered  Parti¬ 
cleboard,  T.  M.  Maloney,  1:43  (No. 
4305— $1.50) 

Relationship  Between  Driving 
Torque  and  Screwholding  Strength  in 
Particleboard  and  Plywood,  M.  N. 
Carroll,  3:24  (No.  4357— $1.20) 
Routing  and  Shaping  of  Particle¬ 
board,  C.  M.  Theien,  6:30  (No.  4329 — 
$0.60) 

Resin  Efficiency  in  Particleboard  as 
Influenced  by  Density,  Atomization, 
and  Resin  Content,  W.  F.  Lehmann, 
11:48  (No.  4347— $1.40) 

Partridge  Wood:  A  Novelty  Wood, 
C.  S.  Walters,  4:42  (No.  TN-188— 
$0.20) 
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Performance  of  Exterior  Natural  Wood 
Finishes  in  the  Pacific  Northwest, 
T.  B.  Heebink,  3:31  (No.  4342— 
$0.80) 

Performance  of  Remote  Moisture 
Sensing  Devices,  J.  L.  Hill  and  R.  H. 
Munkittrick,  8:39  (No.  4392 — 
$1.50) 

Plasticizing  Wood  with  Ammonia — 
Progress  Report,  R.  W.  Davidson 
and  W.  G.  Baumgardt,  3:19  (No. 
4377— $1.20) 

Plywood:  See  Glues  and  Gluing 
Processes. 

Potential  for  Steamed  Wood  as  a  Feed 
for  Ruminants.  F.  Bender,  D.  P. 
Heaney,  and  A.  Bowden,  4:36  (No. 
4367— $1.20) 

Potentialities  for  Using  Baric  to  Gener¬ 
ate  Steam  Power  in  Western  Mon¬ 
tana,  J.  R.  Host  and  D.  P.  Lowery, 
2:35  (No.  4318— $0.40) 

Predict!^  Veneer  Grade-Yields  for 
Loblolly  Pine,  J.  Schroeder  and  A. 
Clark  111,  2:37  (No.  4343— $0.60) 
Preliminary  Study  of  a  Notched  Com¬ 
pression  Shear  Test  Specimen,  D.  W. 
Bousquet,  4:29  (No.  TN-189— $0.40) 

Preservation:  See  Treatments  and 
Coatings. 

Printing  Grid  Patterns  on  Green  Wood, 

C.  C.  Lin  and  J.  D.  Cumming,  11:37 
(TN-207— $0.20) 

PRODUCTION  MANAGEMENT 
Automation 

Tomorrow:  Computer  Made  Sawing 
Decisions?,  H.  Hallock  and  E.  H. 
Bulgrin,  9:52  (No.  4462— $1.00) 

Materials  Handling 
Advantages  of  Log  Sorting  for 
Chipper  Headrigs,  J.  Dobie,  1:19  (No. 
4308— $1.20) 

Production  Control 
Detection  of  Roughness  in  Moving 
Douglas-Fir  Veneer,  P.  George  and 

D.  G.  MUler,  7:53  (No.  4348— $1.40) 
Determining  Lathe  Settings  for  Opti¬ 
mum  Veneer  Quality,  J.  D.  Cumming 
and  B.  M.  Collett.  11:20  (No.  4469— 
$1.50) 

Glue  Spreading  Efficiency  of  Roll 
Spreaders,  D.  Barnes,  1:24  (No.  4231 
—$1.20) 

Managing  Complexity  Using  Com¬ 
posite  Economic  Models  and  Linear 
Programming,  M.  C.  Faux,  Jr.,  8:34 
(No.  4331— $1.00) 

Operation  Research  Application  in 
Lumber  Production,  G.  R.  Sampson 
and  C.  A.  Fasick,  5:12  (No.  4414— 
$1.00) 

Quantitative  Approach  to  Plywood 
Production  Scheduling,  R.  C.  Yapten- 
co  and  A.  E.  WyUe,  3:54  (No.  4336— 
$1.20) 

Videocorder  Use  in  Work  Study, 
A.  E.  Wylie  and  W.  A.  Ross,  10:9 
(No.  4420— $0.60) 

Yellow  Birch  Log  Attributes  and 
Sawmill  Productivity,  S.  M.  Pnevmati- 
cos,  F.  J.  Petro,  and  I.  B.  Flann,  8:53 
(No.  4388— $1.20) 

Production  Economics 
Economic  Implications  of  Chipping 
Headrigs  for  Idling  Southern  ^e. 


W.  C.  Anderson  and  H.  F.  Kaiser,  Jr., 

3:42  (No.  4346— $1.00) 

Economics  of  Softwood  Plywood 

Plant  Location,  C.  W.  Dane,  1:16  (No. 

4325— $0.60) 

Progress  Report  on  Soft  Spreader 
Rolls,  A.  L.  Lambuth,  1:42  (No. 
TN-176— $0.20) 

Properties  of  Thermo-Catalytically 
Prepared  Wood-Polymer  Compos¬ 
ites,  S.  C.  Juneja  and  J.  W.  Hodgins, 
12:24  (No.  4416— $0.80) 

Prospective  Demand,  Supply  and  Im¬ 
port  Situation  for  Hardwood  Timber 
Products,  D.  Hair,  9:36  (No.  4559 
—$0.80) 

Prospects  for  the  Southern  Pine  Ply¬ 
wood  Industry,  S.  Guttenberg,  10:12 
(No.  4491— $0.60) 

Prototype  Testing  of  Timber  Struc¬ 
tures,  G.  D.  Grainger,  6:19  (No. 
4383— $0.80) 

Pulping:  See  Chemical  Conversion. 

Q 

Quantitative  Approach  to  Plywood 
Production  Scheduling,  R.  C.  Yap- 
tenco  and  A.  E.  Wylie,  3:54  (No. 
4336— $1.20) 

R 

Relationship  Between  Driving  Torque 
and  Screwholding  Strength  in  Parti¬ 
cleboard  and  Plywood,  M.  N.  Car- 
roll,  3:24  (No.  4357— $1.20) 

Research  Challenges  in  Pulpwood, 
W.  S.  Bromley,  7:15  (No.  4204— 
$0.40) 

Resin  Distribution  in  Layered  Particle¬ 
board,  T.  M.  Maloney,  1:43  (No. 
4305— $1.50) 

Resin  Efficiency  in  Particleboard  as  In¬ 
fluenced  by  Density,  Atonrization, 
and  Resin  Content,  W.  F.  Lehmann, 
11:48  (No.  4347— $1.40) 

Review:  The  Process  of,  and  Products 
from  Kraft  Pulping  of  Southern 
Pine,  P.  J.  Kleppe,  5:50  (No.  4170 
—$1.50) 

Roll  Laminating  Fiber  Overlays  on 
Low-Grade  Ponderosa  Pine:  A  Prog¬ 
ress  Report,  L.  A.  Mueller,  R.  L. 
Barger,  and  A.  Bourke,  9:75  (No. 
4426— $1.20) 

Routing  and  Shaping  of  Particleboard, 
C.  M.  Theien,  6:30  (No.  4329— 
$0.60) 

s 

Sawing  Pattern  Effect  on  Lumber  Re¬ 
covery  from  High  Quality  Hard 
Maple  Logs,  R.  W.  Neilson,  R.  M. 
Hallett,  and  I.  B.  Flann,  8:30  (No. 
4385— $1.00) 

Sawing  Pattern  Effect  on  the  Yield  of 
Furniture  Components  from  High 
Quality  Hard  Maple  Logs,  R.  W. 
Neilson,  D.  W.  Bousquet,  and  S.  M. 
Pnevmaticos,  9:92  (No.  4386 — 
$1.40) 

Selected  Chemical  and  Physical  Prop¬ 
erties  of  Several  Bark  Species,  W.  K. 
Murphey,  F.  C.  Beall,  B.  E.  Cutter, 
and  R.  C.  Baldwin,  2:58  (No.  TN- 
181— $0.40) 

Separating  Pecan  and  Hickory  Lum¬ 
ber,  M.  A.  Taras  and  B.  F.  Ku- 
kachka,  4:58  (No.  4368— $0.40) 


Shear  Resistance  of  Partially  Glued 
Laminated  Beams,  J.  J.  Dibuz,  8:17 
(No.  4291— $1.50) 

Soil  Trafficability  and  its  Application 
to  Logging,  T.  W.  Chappell  and 
B.  Y.  Richardson,  2:51  (No.  4313 
—$0.80) 

Some  Factors  Affecting  the  Tough¬ 
ness  of  White  Ash,  G.  Baker,  8:51 
(TN-202— $0.40) 

Southern  Pine 

Bending  Strength  of  Radiation- 
Produced  Southern  Pine  Wood-Plastic 
Combinations,  D.  G.  Adams,  E.  T. 
Choong,  and  R.  C.  Mcllhenny,  4:25 
(No.  4332— $0.80) 

Delamination  of  Southern  Pine  Ply¬ 
wood  During  Three  Years  of  Exterior 
Exposure,  P.  Koch,  11:28  (No.  4461— 
$0.60) 

Dependence  of  MOE  on  Strength 
Ratio  and  Specific  Gravity:  4-Inch- 
Thick  Southern  Pine,  C.  C.  Gerhards, 
6:37  (TN-201— $0.40) 

Economic  Implications  of  Chipping 
Headrigs  for  Milling  Southern  Pine, 
W.  C.  Anderson  and  H.  F.  Kaiser,  Jr., 
3:42  (No.  4346— $1.00) 

Economics  of  Southern  Pine  Pulp- 
wood  Pricing,  S.  Guttenberg,  4:15 
(No.  4403— $0.80) 

Green  Southern  Yellow  Pine  Veneer 
—  Saturation  Principle  of  Moisture 
Measure  to  Establish  Drying  Sorts, 

E.  O.  Walters,  2:25  (No.  4315— $0.80) 
Influence  of  Production  Variables 
on  Quality  of  Southern  Pine  Plywood, 
H.  G.  Freeman  12:28  (No.  4453— 
$0.80) 

Predicting  Veneer  Grade-Yields  for 
Loblolly  Pine,  J.  Schroeder  and  A. 
Clark  III,  2:37  (No.  4343— $0.60) 
Prospects  for  the  Southern  Pine 
Plywood  Industry,  S.  Guttenberg, 
10:12  (No.  4491— $0.60) 

Review:  The  Process  of,  and  Prod¬ 
ucts  frOHi  Kraft  Pulping  of  Southern 
Pine,  P.  J.  Kleppe,  5:50  (No.  4170 — 
$1.50) 

Variation  in  Decay  Resistance  of 
Southern  Pine  Sapwood,  E.  R.  Toole, 
5:49  (TN-197— $0.40) 

Vibration  Machine  Grading  of 
Southern  Pine  Dimension  Lumber, 
E.  O.  Walters  and  R.  F.  Westbrook, 
5:24  (No.  4280— $1.50) 

Standard  Approach  Recommended  for 
the  Prototype  Testing  of  Timber 
Trusses,  P.  A.  V.  Bryant,  7:49  (No. 
4374— $0.80) 

Strength  and  Related  Properties  of 
Plantation  Red  Pine  Grown  in  In¬ 
diana,  R.  J.  Perkins  and  F.  J.  Walz, 
4:31  (No.  4349— $1.20) 

Strength  of  Structural  Lumber  Under 
Combined  Bending  and  Tension 
Loading,  J.  F.  Senft  and  S.  K. 
Suddarth,  7:17  (No.  4379— $1.00) 

Structural  Fastenings:  See  Wood 
Engineering. 

Structural  Sandwiches:  See  Glues  and 
Gluing  Processes  and  Wood  Engi¬ 
neering. 

Survey  of  Publication  and  Title  Ab¬ 
stract  Services  in  the  Forest  Prod¬ 
ucts  Field,  H.  Kubler,  3:7  ($0.60) 
System  for  Controlling  Warp  When 
Kiln  Drying  Plantation-Grown  Red 
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Pine,  S.  A.  Weckstein  and  W.  W. 
Rice,  9:70  (No.  4425— $100) 

T 

Tax  Reform  Act  of  1969:  Effect  on 
the  Homeownership  Decision,  J. 
Dasso  and  M.  Hopewell,  10:14  (No. 
4435— $0.60) 

TIMBER  PRODUCTION 
General 

Exterior  Defect  Indicators  and  Their 
Associated  Interior  Defect  in  Sugar 
Maple,  C.  L.  Stayton,  R.  M.  Marden, 
and  R.  G.  Buchman,  2:55  (No.  4324 — 
$0.80) 

Forest  Sampling  Method  for  Wood 
Strength,  B.  A.  Bendtsen,  F.  Freese, 
and  R.  L.  Ethington,  11:38  (No.  4439 
—$1.50) 

Research  Challenges  in  Puipwood, 
W.  S.  Bromley,  7:15  (No.  4204— $0.40) 
Soil  Trafficability  and  its  Applica¬ 
tion  to  Logging,  T.  W.  Chappell  and 
B.  Y.  Richardson,  2:51  (No.  4313— 
$0.80) 

Treated  Wood  Foundations  for  Build¬ 
ings,  L.  R.  Gjovik  and  R.  H.  Baech- 
ler,  5:45  (No.  4319— $0.80) 

Treating  Resistant  Rocky  Mountain 
Species  by  Regular  and  Modified 
Double-Diffusion  Methods,  D.  C. 
Markstrom,  L.  A.  Mueller,  and  L.  R. 
Gjovik,  12:17  (No.  4514— $0.80) 

TREATMENTS  AND  COATINGS 
Coatings 

Interior  Coatings  —  Maintainability 
and  Durability,  P.  E.  Leary,  12:36 
(No.  4400— $0.80) 

Performance  of  Exterior  Natural 
Wood  Finishes  in  the  Pacific  North¬ 
west,  T.  B.  Heebink,  3:31  (No.  4342— 
$0.80) 

Preservation 

Application  of  Electrical  Transduc¬ 
ers  to  Research  in  Wood  Preservation, 
D.  G.  Arganbright  and  H.  Resch,  6:23 
(No.  4411— $0.80) 

Design  and  Construction  of  Pres¬ 
sure  Treated  Wood  Residential  Foun¬ 
dation  Walls,  G.  A.  Koenigshof,  9:56 
(No.  4470— $1.40) 

Distribution  and  Effectiveness  in 
Pinus  Sp.  of  a  Water-Repellent  Addi¬ 
tive  for  Water-Borne  Wood  Preserva¬ 
tives,  M.  P.  Levi,  C,  Coupe,  and  J. 
Nicholson,  11:32  (No.  4440— $1.00) 
Durability  of  Douglas-Fir  Hop  Poles 
Treated  with  Preservatives  by  Diffu¬ 
sion,  D.  J.  Miller  and  R.  D.  Graham, 
6:43  (TN-196— $0.40) 

Dynamic  Transverse  Compression 
Treatment  of  Spruce  to  Improve  In¬ 
take  of  Preservatives,  M.  Y.  Cech  and 
D.  R.  Huffman.  3:47  (No.  4355— 
$1.20) 

Note  on  the  Effect  of  Microorgan¬ 
isms  on  Creosote  Penetration  in  Pinus 
elliottii  Sapwood  and  Eucalyptus  di¬ 
versicolor  Heartwood,  H.  Greaves  and 
J.  E.  Barnacle,  8:47  (No.  4410— $1.00) 
Treated  Wood  Foundations  for 
Buildings,  L.  R.  Gjovik  and  R.  H. 
Baechler,  5:45  (No.  4319— $0.80) 
Treating  Resistant  Rocky  Mountain 
Species  by  Regular  and  Modified 
Double-Diffusion  Methods,  D.  C.  Mark¬ 


strom,  L.  A.  Mueller,  and  L.  R.  Gjovik, 
12:17  (No.  4514— $0.80) 

Vaoiiun  Treatment  of  Lumber,  J.  O. 
Blew,  E.  Panek,  and  H.  G.  Roth,  2:40 
(No.  4317— $1.50) 

Wafer  Assay  for  Treatability  of 
Woai,  v$l  Chudnoff,  9:103  (No.  4456 
— $1.00^ 

Woodpecker  Attack  on  Utility  Poles 
—  A  Review,  R.  L.  Rumsey,  11:54 
(No.  4442— $1.20) 

Tomorrow:  Computer  Made  Sawing 
Decisions?,  H.  Hallock  and  E.  H. 
Bulgrin,  9:52  (No.  4462— $1.00) 

u 

Underfloor  Plenum  System  for  Heating 
and  Cooling,  C.  A.  Fasick  and  H.  E. 
Dickerhoof,  1:10  (No.  4301— $1.20) 
Use  of  Wood  in  Garden  Apartments, 
D.  R.  Prestemon,  1:40  (No.  TN-182 
—$0.40) 

V 

Vacuum  Treatment  of  Lumber,  J.  O. 
Blew,  E.  Panek,  and  H.  G.  Roth. 
2:40  (No.  4317— $1.50) 

Value  of  Stress  Grades,  T.  J.  Sprott 
and  C.  R.  Francis,  11:31  (TN-203 — 
$0.20) 

Variation  in  Decay  Resistance  of 
Southern  Pine  Sapwood,  E.  R.  Toole, 
5:49  (TN-197— $0.40) 

Veneer:  See  Glues  and  Gluing 
Processes  and  Drying. 

Veneer  Cutting:  See  Mechanical 
Conversion. 

\^bration  Machine  Grading  of  South¬ 
ern  Pine  Dimension  Lumber,  E.  O. 
Walters  and  R.  F.  Westbrook,  5:24 
(No.  4280— $1.50) 

Videocorder  Use  in  Work  Study,  A.  E. 
Wylie  and  W.  A.  Ross,  10:9  (No. 
4420— $0.60) 

w 

Wafer  Assay  for  Treatability  of  Wood, 
M.  Chudnoff,  9:103  (No.  4456— 
$1.00) 

Wood  Drying  Review,  W.  E.  Loos, 
8:25  (No.  4423— $1.00) 

WOOD  ENGINEERING 
Engineered  Products 
Field-Glued  Plywood  Floors,  D.  R. 
Countryman  and  J.  D.  Rose,  10:17 
(No.  4459— $1.50) 

Grading 

Louisiana  Tech's  Hardwood  Log  and 
Lumber  Grading  Short  Course,  G.  D. 
Screpetis  and  B.  E.  Carpenter,  Jr., 
8:8a  (No.  4547— $0.20) 

Machine  Stress  Rated  Lumber: 
Challenge  to  Design,  W.  L.  Galligan 
and  D.  V.  Snodgrass,  9:63  (No.  4467 
—$1.40) 

Value  of  Stress  Grades,  T.  J.  Sprott 
and  C.  R.  Francis,  11:31  (TN-203— 
$0.20) 

Vibration  Machine  Grading  of 
Southern  Pine  Dimension  Lumber, 
E.  O.  Walters  and  R.  F.  Westbrook. 
5:24  (No.  4280— $1.50) 

Housing 

Building  Code  Relationships  to 
Wood  Use  for  Selected  Floor-Founda¬ 
tion  Systems  of  Single  Family  Houses, 
M.  Applefield,  9:41  (No.  4437— $1.20) 


Changing  Building  Codes  to  Permit 
Innovation,  M.  Applefield,  4:11  (No. 
4413— $0.80) 

Design  and  Construction  of  Pressure 
Treated  Wood  Residential  Foundation 
Walls,  G.  A.  Koenigshof,  9:56  (No. 
4470— $1.40) 

Do  Steel  Studs  Threaten  Wood  in 
Home  Building?,  R.  J.  Hoyle,  Jr.,  3:12 
(No.  TN-195— $0.40) 

Field  Measurement  of  Sound  Insula¬ 
tion  Provided  by  Wood-Framed  Apart¬ 
ment  Walls,  J.  B.  Grantham,  4:51  (No. 
4359— $1.50) 

Treated  Wood  Foundations  for 
Buildings,  L.  R.  Gjovik  and  R.  H. 
Baechler,  5:45  (No.  4319— $0.80) 
Underfloor  Plenum  System  for  Heat¬ 
ing  and  Cooling,  C.  A.  Fasick  and 
H.  E.  Dickerhoof,  1:10  (No.  4301— 
$1.20) 

Use  of  Wood  in  Garden  Apartments, 
D.  R.  Prestemon,  1:40  (No.  TN-182— 
$0.40) 

W(^  Frame  Walls  and  Floors  as 
Noise  Barriers,  D.  R.  Prestemon,  7:47 
(TN-184— $0.40) 

Mechanical  Properties 
Bending  Strength  of  Radiation- 
Produced  Southern  Pine  Wood-Plastic 
Combinations,  D.  G.  Adams,  E.  T. 
Choong,  and  R.  C.  Mcllhenny,  4:25 
(No.  4.332— $0.80) 

Correlation  Between  Internal  Bond 
and  the  Shear  Strength  Measured  by 
Twisting  Thin  Plates  of  Particleboard, 
K.  C.  Shen,  11:16  (No.  4464— $1.00) 
Correlation  Between  Torsion-Shear 
Strength  and  Modulus  of  Rupture  of 
Particleboard,  K.  C.  Shen,  12:32  (No. 
4441— $0.80) 

Deflection  of  Composite  Furniture 
Panels  Under  Constant  Bending  Stress, 
P.  Chow,  12:44  (No.  4508— $1.50) 
Dependence  of  MOE  on  Strength 
Ratio  and  Specific  Gravity:  4-Inch- 
Thick  Southern  Pine,  C.  C.  Gertiards, 
6:37  (TN-201— $0.40) 

Design  Stresses  for  Hardboard  — 
Effect  of  Rate,  Duration,  and  Repeated 
Loading,  J.  D.  McNatt,  1:53  (No.  4273 
—$1.50) 

Experiments  in  Proof  Loading  Struc¬ 
tural  End-Jointed  Lumber,  M.  D. 
Strickler,  R.  F.  Pellerin,  and  J.  W. 
Talbott,  2:29  (No.  4322— $1.40) 
Fatigue  Strength  of  Two-Pin 
Moment-Resisting  Dowel  Joints,  C.  A. 
Eckelman,  5:42  (No.  4393— $0.80) 
Flexural  Tests  of  Large  Glue- 
Laminated  Beams  Made  of  Nonde- 
structively  Tested  Lumber,  J.  W.  John¬ 
son,  5:20  (TN-199— $0.20) 

Forest  Sampling  Meth(^  for  Wood 
Strength,  B.  A.  Bendtsen,  F.  Freese, 
and  R.  L.  Ethington,  11:38  (No.  4439 
—$1.50) 

Further  Report  on  Seasoning  Fac¬ 
tors  for  Modulus  of  Elasticity  and 
Modulus  of  Rupture,  C.  C.  Geihards, 
5:40  (TN-198— $0.40) 

Lateral  and  Withdrawal  Resistance 
of  Tapping  Screws  in  Three  Densities 
of  Wo^,  T.  L.  Wilkinson  and  T.  R. 
Uatsch,  7:34  (No.  4421— $1.50) 
Measurement  of  Layer-Strength  Dis¬ 
tribution  in  Particleboard,  K.  C.  Shen 
and  M.  N.  Carroll,  6:53  (No.  4380— 
$0.60) 
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Measurement  of  Surface  Strength  in 
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